
Siz ing  In for mat ion
S a n i t a r y  C l a m p  F i t t i n g

These actual-size drawings are provided for your
convenience and ordering accuracy when specifying
sanitary fittings.

• 0.984" O.D. is the same for 1/2", 3/4"  I.D. styles.
• 1.984" O.D. is the same for 1" and 1-1/2"  I.D. styles.
• Varying O.D. for the 2", 2-1/2" and 3" I.D. styles
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R-Ser ies  R u b b e r  H o s e

*The 3-A 62-01 standard applies only to assemblies of 1" diameter and larger.

WARNING: Working pressure ratings for all Flex-RiteTM brand hoses are based on 70° F (ambient
temperature). Working pressure and vacuum ratings will decrease as temperatures increase. For
“R”series applications that exceed 200° F contact manufacturer for suggestions. 

A high pressure hose with limited suction
capability is ideal for the highly demanding
service of transferring liquid products in
breweries, wineries and dairies. Bounce
back design resists damage from kinking
or flattening in high traffic areas.qqqqqx

RBT Beverage Transfer

RBT100 1" 1.69" 250 PSI 4.0" 0.81 lbs. 20"
RBT150 11/2" 2.23" 250 PSI 5.5" 1.20 lbs. 20"
RBT200 2" 2.92" 250 PSI 6.5" 1.86 lbs. 20"
RBT300 3" 4.09" 250 PSI               10.0" 3.57 lbs. 20"

MODEL I.D. O.D. PRESSURE RADIUS PER FT. IN HG.
 WORKING MIN. BEND WEIGHT VACUUM

TUBE: White FDA Chlorbutyl    COVER: Purple EPDM w/white stripe
REINFORCEMENT: Spiral-plied synthetic fabric 4 plies 1.5" - 6 plies 2" & over TEMP. RANGE: -40 to 225° F
RECOMMENDED CLEANING:  CIP, COP  

RDC150 11/2" 2.07" 250 PSI - .88 lbs. -
RDC200 2" 2.59" 250 PSI - 1.13 lbs.  -
RDC250 21/2" 3.11" 250 PSI - 1.40 lbs.  -

RDC Discharge

This ultra-light discharge hose provides
extra flexibility and smooth handling.
Designed to be chemically resistant to mild
caustic solutions. This discharge hose is
well suited for overhead CIP wash units
and capable of handling pressures up to
250 PSI.

TUBE: White FDA Chlorbutyl    COVER: Blue EPDM w/white stripe
REINFORCEMENT: Spiral-plied synthetic fabric TEMP. RANGE: -40 to 225° F
RECOMMENDED CLEANING:  CIP, COP   

MODEL I.D. O.D. PRESSURE RADIUS PER FT. IN HG.
 WORKING MIN. BEND WEIGHT VACUUM

RES050 1/2" .93" 150 PSI 2.5"  .23 lbs. 29"

RES075 3/4" 1.18" 150 PSI 3.75" .31 lbs. 29"

RES100 1 1.50" 150 PSI 4.0" .39 lbs.          29"

RES150 11/2" 2.09" 150 PSI 5.0" .80 lbs. 29"

RES200 2" 2.60" 150 PSI 6.0" 1.16 lbs.          29"

RES250 21/2" 3.17" 150 PSI 7.0" 1.70 lbs. 29"

MODEL I.D. O.D. PRESSURE RADIUS PER FT. IN HG.
 WORKING MIN. BEND WEIGHT VACUUM

TUBE: White FDA, EPDM COVER:  Light Blue, EPDM Synthetic Rubber
REINFORCEMENT:  Two polyester spirals with dual helix wire TEMP. RANGE: -40 to 300° F
RECOMMENDED CLEANING:  CIP, SIP, Autoclave

RES Premium Suction & Discharge

This premium quality hose withstands rough
handling and high temperatures. A suction
and discharge hose that will not impart
taste or odor to products being transferred.
Typical use includes: Milk, Dairy, Food and
Beverage, Cosmetics, Chemical, and CIP
Pharmaceutical Applications. Meets 3-A
1800 standards, USDA requirements and
is FDA compliant.  qqqq
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